
Specification of ODU Combination 

Type of 
indoor unit Specification 15 18 22 25 28 32 36 125 140 16056 63 224 250 280 450 56071 72 80 90 100 11240 45 50

High Static 
Pressure 
Duct Type 
Unit

2-way 
Cassette 
Indoor 
Unit

Console
Indoor 
Unit

Floor 
Standing 
Type 
Indoor Unit

1-way 
Cassette 
Unit

Wall-
mounted

Floor 
Ceiling 
Type 
Indoor 
Unit

AHU KIT

General Static 
Pressure
Duct-type
Indoor Unit 

Concealed 
Floor 
Standing 
Type

Fresh Air 
Processing 
Indoor Unit

360° Air 
Discharge 
Compact 
Cassette 
Indoor Unit 

360° Air 
Discharge 
Cassette 
Indoor Unit

Specifications of Indoor Units

Indoor Units Lineup

Note: The combination models of the outdoor units are not Eurovent certified. 

Model

Capacity 
range

Cooling 
capacity Heating capacity

Power 
supply

Min. circuit 
current

Max. fuse 
current

Connecting pipe
Net 

weight
Gross 
weightRated Rated Max. Liquid

High 
pressure 

gas

Low 
pressure 

gas

HP kW kW kW V/Ph/Hz A A kg mm mm mm kg kg

GMV-
Q504WM/E-X 18 50.4 50.4 56.5

380-
415V 
3N~ 

50/60Hz

16.3+20.9 20+25 13.3 Φ15.9 Φ25.4 Φ28.6 466 486

GMV-
Q560WM/E-X 20 56 56 63 20.9+20.9 25+25 14.2 Φ15.9 Φ25.4 Φ28.6 466 486

GMV-
Q615WM/E-X 22 61.5 61.5 69 20.9+24.7 25+32 16.7 Φ15.9 Φ25.4 Φ28.6 535 560

GMV-
Q680WM/E-X 24 68 68 76.5 20.9+28.8 25+40 18.2 Φ15.9 Φ25.4 Φ28.6 579 604

GMV-
Q730WM/E-X 26 73 73 81.5 20.9+33.2 25+40 18.7 Φ19.05 Φ28.6 Φ31.8 579 604

GMV-
Q785WM/E-X 28 78.5 78.5 87.5 24.7+33.2 32+40 21.2 Φ19.05 Φ28.6 Φ31.8 648 678

GMV-
Q850WM/E-X 30 85 85 95 28.8+33.2 40+40 22.7 Φ19.05 Φ28.6 Φ31.8 692 722

GMV-
Q900WM/E-X 32 90 90 100 33.2+33.2 40+40 23.2 Φ19.05 Φ28.6 Φ31.8 692 722

GMV-
Q960WM/E-X 34 96 96 108 20.9+20.9+28.8 25+25+40 25.3 Φ19.05 Φ28.6 Φ31.8 812 847

GMV-
Q1010WM/E-X 36 101 101 113 20.9+20.9+33.2 25+25+40 25.8 Φ19.05 Φ31.8 Φ38.1 812 847

GMV-
Q1065WM/E-X 38 106.5 106.5 119 20.9+24.7+33.2 25+32+40 28.3 Φ19.05 Φ31.8 Φ38.1 881 921

GMV-
Q1130WM/E-X 40 113 113 126.5 20.9+28.8+33.2 25+40+40 29.8 Φ19.05 Φ31.8 Φ38.1 925 965

GMV-
Q1180WM/E-X 42 118 118 131.5 20.9+33.2+33.2 25+40+40 30.3 Φ19.05 Φ31.8 Φ38.1 925 965

GMV-
Q1235WM/E-X 44 123.5 123.5 137.5 24.7+33.2+33.2 32+40+40 32.8 Φ19.05 Φ31.8 Φ38.1 994 1039

GMV-
Q1300WM/E-X 46 130 130 145 28.8+33.2+33.2 40+40+40 34.3 Φ19.05 Φ31.8 Φ38.1 1038 1083

GMV-
Q1350WM/E-X 48 135 135 150 33.2+33.2+33.2 40+40+40 34.8 Φ19.05 Φ31.8 Φ38.1 1038 1083

GMV-
Q1410WM/E-X 50 141 141 158 20.9+20.9+

28.8+33.2
25+25+
40+40 36.9 Φ19.05 Φ38.1 Φ41.3 1158 1208

GMV-
Q1460WM/ 

E-X
52 146 146 163 20.9+20.9+

33.2+33.2
25+25+
40+40 37.4 Φ19.05 Φ38.1 Φ41.3 1158 1208

GMV-
Q1515WM/ 

E-X
54 151.5 151.5 169 20.9+24.7+

33.2+33.2
25+32+
40+40 39.9 Φ19.05 Φ38.1 Φ41.3 1227 1282

GMV-
Q1580WM/ 

E-X
56 158 158 176.5 20.9+28.8+

33.2+33.2
25+40+
40+40 41.4 Φ19.05 Φ38.1 Φ41.3 1271 1326

GMV-
Q1630WM/E-X 58 163 163 181.5 20.9+33.2+

33.2+33.2
25+40+
40+40 41.9 Φ19.05 Φ38.1 Φ41.3 1271 1326

GMV-
Q1685WM/E-X 60 168.5 168.5 187.5 24.7+33.2+

33.2+33.2
32+40+
40+40 44.4 Φ19.05 Φ38.1 Φ41.3 1340 1400

GMV-
Q1750WM/E-X 62 175 175 195 28.8+33.2+

33.2+33.2
40+40+
40+40 45.9 Φ19.05 Φ38.1 Φ41.3 1384 1444

GMV-
Q1800WM/E-X 64 180 180 200 33.2+33.2+

33.2+33.2
40+40+
40+40 46.4 Φ19.05 Φ38.1 Φ41.3 1384 1444
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Refrigerant 

volume
charge 



50/60 Hz
High Static Pressure Duct Type Indoor Unit 

220-240V ~ 50Hz & 208-230V ~ 60Hz

Model GMV-ND22PHS/B-T GMV-ND25PHS/B-T GMV-ND28PHS/B-T GMV-ND32PHS/B-T
 2.2 
2.5

55
550/480/400

0.5
0.5
/

60/0～150
33/30/28
Φ6.35
Φ9.52
Φ25
2.5

700×700×300
897×808×360

32/38
168
 196 

2.5
2.8

55
550/480/400

0.5
0.5
/

60/0～150
33/30/28
Φ6.35
Φ9.52
Φ25
2.5

700×700×300
897×808×360

32/38
168
 196 

2.8
3.2

55
550/480/400

0.5
0.5
/

60/0～150
33/30/28
Φ6.35
Φ9.52
Φ25
2.5

700×700×300
897×808×360

32/38
168
 196 

3.2
3.6

65
600/500/420

0.5
0.5
/

60/0～150
33/31/29
Φ6.35
Φ12.7
Φ25
2.5

700×700×300
897×808×360

32/38
168
 196 

3.6
4.0

65
600/500/420

0.5
0.5
/

60/0～150
33/31/29
Φ6.35
Φ12.7
Φ25
2.5

700×700×300
897×808×360

32/38
168
 196 

4.0
4.5

85
850/700/600

0.5
0.5
/

60/0～150
36/34/32
Φ6.35
Φ12.7
Φ25
2.5

700×700×300
897×808×360

34/40
168

 196 

GMV-ND36PHS/B-T GMV-ND40PHS/B-T
kW
kW

V/Ph/Hz
W

m3/h
A
A
A

Pa
dB(A)
mm
mm
mm
mm
mm
mm
kg

unit
unit

Capacity

Power supply
Power consumption
Airflow volume(H/M/L)

ESP
Sound pressure level(H/M/L)

Cooling
Heating

Cooling 
Heating
Water heating

Liquid
Gas
External dia.
Thickness
Outline
Package

40' GP
40' HQ

Rated current

Loading 
quantity

Connecting
pipe 

Drain pipe

Net weight/Gross weight

 Dimension 
(W×D×H)

220-240V ~ 50Hz & 208-230V ~ 60Hz

Model GMV-ND45PHS/B-T GMV-ND50PHS/B-T GMV-ND56PHS/B-T GMV-ND63PHS/B-T
4.5
5.0

85
850/700/600

0.5
0.5
/

60/0～150
36/34/32
Φ6.35
Φ12.7
Φ25
2.5

700×700×300
897×808×360

34/40
168

 196 

5.0
5.6

85
850/700/600

0.5
0.5
/

60/0～150
36/34/32
Φ6.35
Φ12.7
Φ25
2.5

700×700×300
897×808×360

34/40
168

 196 

5.6
6.3

90
1000/800/700

0.8
0.8
/

90/0～200
37/35/33
Φ9.52
Φ15.9
Φ25
2.5

1000×700×300
1205×813×360

43/49
138
 161

6.3
7.1

90
1000/800/700

0.8
0.8
/

90/0～200
37/35/33
Φ9.52
Φ15.9
Φ25
2.5

1000×700×300
1205×813×360

43/49
138
 161

7.1
8.0

100
1250/1050/950

0.8
0.8
/

90/0～200
38/36/34
Φ9.52
Φ15.9
Φ25
2.5

1000×700×300
1205×813×360

43/49
138
 161

8.0
9.0

100
1250/1050/950

0.8
0.8
/

90/0～200
38/36/34
Φ9.52
Φ15.9
Φ25
2.5

1000×700×300
1205×813×360

43/49
138
 161

GMV-ND71PHS/B-T GMV-ND80PHS/B-T
kW
kW

V/Ph/Hz
W

m3/h
A
A
A

Pa
dB(A)
mm
mm
mm
mm
mm
mm
kg

unit
unit

Capacity

Power supply
Power consumption
Airflow volume(H/M/L)

ESP
Sound pressure level(H/M/L)

Cooling
Heating

Cooling 
Heating
Water heating

Liquid
Gas
External dia.
Thickness
Outline
Package

40' GP
40' HQ

Rated current

Loading 
quantity

Connecting
pipe 

Drain pipe

Net weight/Gross weight

 Dimension 
(W×D×H)

220-240V ~ 50Hz & 208-230V ~ 60Hz

Model GMV-ND90
PHS/B-T

GMV-ND100
PHS/B-T

GMV-ND112
PHS/B-T

GMV-ND125
PHS/B-T

9.0
10.0

140

1800/1450/1250

1.1 
1.1
/ 

90/0～200
40/37/35
Φ9.52
Φ15.9
Φ25
2.5 

1400×700×300
1601×813×360

57/64
84
98

10.0
11.2

140

1800/1450/1250

1.1 
1.1
/ 

90/0～200
40/37/35
Φ9.52
Φ15.9
Φ25
2.5 

1400×700×300
1601×813×360

57/64
84
98

11.2
12.5

160

2000/1600/1400

1.1 
1.1
/ 

90/0～200
40/38/36
Φ9.52
Φ15.9
Φ25
2.5 

1400×700×300
1601×813×360

57/64
84
98

12.5
14.0

160

2000/1600/1400

1.1 
1.1
/ 

90/0～200
40/38/36
Φ9.52
Φ15.9
Φ25
2.5 

1400×700×300
1601×813×360

57/64
84
98

14.0
16.0

220

2350/1900/1650

2.0 
2.0 

/
90/0～200
42/39/37
Φ9.52
Φ15.9
Φ25
2.5 

1400×700×300
1678×808×365

58/67
84
98

16.0
18.0

230

2500/2000/1750

2.0 
2.0
/ 

90/0～200
44/41/38
Φ9.52
Φ19.05
Φ25
2.5 

1400×700×300
1678×808×365

58/67
84
98

GMV-ND140
PHS/B-T

GMV-ND160
PHS/B-T

kW
kW

V/Ph/Hz
W

m3/h

A
A
A

Pa
dB(A)
mm
mm
mm
mm
mm
mm
kg

unit
unit

Capacity

Power supply
Power consumption

Airflow volume(H/M/L)

ESP
Sound pressure level(H/M/L)

Cooling
Heating

Cooling 
Heating
Water heating

Liquid
Gas
External dia.
Thickness
Outline
Package

40' GP
40' HQ

Rated current

Loading 
quantity

Connecting
pipe 

Drain pipe

Net weight/Gross weight

 Dimension 
(W×D×H)

22.4
25.0

28.0 
31.0 

800 

4000/3600/3200

3.7
3.7

/
100/50~200

54/52/49 
Φ9.52
Φ19.05
Φ25
2.0

1483×791×385
1578×883×472

82/104
60
75

900 

4400/4000/3600

4.1
4.1
/

100/50~200
55/52/50 
Φ9.52
Φ22.2
Φ25
2.0

1686×870×450
1788×988×580

105/140
52 
52 

GMV-ND224
PH/A-T

GMV-ND280
PH/A-T

50/60 Hz

Model

Capacity
Cooling kW

Heating kW

Power supply V/Ph/Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

Power consumption W

（H/M/L） m3/h

Rated current
Cooling A

Heating A

ESP Pa

Sound pressure level(H/M/L) dB(A)

Connecting 
pipe 

Liquid mm

Gas mm

Drain pipe
External dia. mm

Thickness mm

 Dimension 
(W×D×H)

Outline mm

Package mm

Net weight/Gross weight kg

Loading quan-
tity

40’GP unit

40’HQ unit

GMV-ND18PLS/C-T

1.8

2.2

/

450/350/200

0.2

0.2

15/30/0~30

30/25/22

Φ6.35

Φ9.52

Φ25

2.5

710×462×200

1008×568×275

18.5/23.5

386

430

GMV-ND22PLS/C-T

2.2

2.5

28

450/350/200

0.2

0.2

15/30/0~30

30/25/22

Φ6.35

Φ9.52

Φ25

2.5

710×462×200

1008×568×275

18.5

386

430

GMV-ND25PLS/C-T

2.5

2.8

28

450/350/200

0.2

0.2

15/30/0~30

30/25/22

Φ6.35

Φ9.52

Φ25

2.5

710×462×200

1008×568×275

18.5

386

430

GMV-ND28PLS/C-T

2.8

3.2

28

450/350/200

0.2

0.2

15/30/0~30

30/25/22

Φ6.35

Φ9.52

Φ25

2.5

710×462×200

1008×568×275

18.5

386

430

GMV-ND32PLS/C-T

3.2

3.6

37

550/400/300

0.3

0.3

15/30/0~30

31/27/25

Φ6.35

Φ12.7

Φ25

2.5

710×462×200

1008×568×275

19

386

430

GMV-ND36PLS/C-T

3.6

4.0

37

550/400/300

0.3

0.3

15/30/0~30

31/27/25

Φ6.35

Φ12.7

Φ25

2.5

710×462×200

1008×568×275

19

386

430

General Static Pressure Duct-type Indoor Unit 

Model GMV-ND40PLS/C-T GMV-ND45PLS/C-T GMV-ND50PLS/C-T GMV-ND56PLS/C-T GMV-ND63PLS/C-T GMV-ND71PLS/C-T

Capacity
Cooling kW 4 4.5 5.0 5.6 6.3 7.1

Heating kW 4.5 5.0 5.6 6.3 7.1 8.0

Power supply V/Ph/Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

Power consumption W 40 40 55 55 55 55

（H/M/L） m3/h 750/550/400 750/550/400 850/700/550 850/700/550 850/700/550 1100/850/650

Rated current
Cooling A 0.3 0.3 0.4 0.4 0.4 0.5

Heating A 0.3 0.3 0.4 0.4 0.4 0.5

ESP Pa 15/30/0~30 15/30/0~30 15/30/0~30 15/30/0~30 15/30/0~30 15/30/0~30

Sound pressure level(H/M/L) dB(A) 33/29/27 33/29/27 35/31/29 35/31/29 35/31/29 37/32/30

Connecting 
pipe 

Liquid mm Φ6.35 Φ6.35 Φ6.35 Φ9.52 Φ9.52 Φ9.52

Gas mm Φ12.7 Φ12.7 Φ12.7 Φ15.9 Φ15.9 Φ15.9

Drain pipe
External dia. mm Φ25 Φ25 Φ25 Φ25 Φ25 Φ25

Thickness mm 2.5 2.5 2.5 2.5 2.5 2.5

 Dimension 
(W×D×H)

Outline mm 1010×462×200 1010×462×200 1010×462×200 1010×462×200 1010×462×200 1310×462×200

Package mm 1308×568×275 1308×568×275 1308×568×275 1308×568×275 1308×568×275 1608×568×275

Net weight/Gross weight kg 25 25 25 25 25 31

Loading quan-
tity

40’GP unit 288 288 288 288 288 229

40’HQ unit 340 340 340 340 340 257
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Model GMV-
ND71T/C-T

 GMV-
ND80T/C-T

GMV-
ND90T/C-T

GMV-
ND100T/C-T

GMV-
ND112T/C-T

GMV-
ND125T/C-T

GMV-
ND140T/C-T

Capacity
Cooling kW 7.1 8 9 10 11.2 12.5 14

Heating kW 8 9 10 11.2 12.5 14 16

Power supply V/Ph/
Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

Power consumption
Cooling W 60 68 68 80 80 95 115

Heating W 56 68 68 76 76 92 111

m3/h 1150/950/850 1250/1000  / 1250/1000/900 1250/1000/900 1650/1300/1100 1650/1300/1100 1650/1300/1100

Input current
Cooling A 0.4 0.4 0.4 0.4 0.4 0.5 0.6

Heating A 0.4 0.4 0.4 0.4 0.4 0.5 0.6

Sound pressure level(H/M/L) dB(A) 37/34/31 39/37/34 39/37/34 39/37/34 43/41/39 43/41/39 43/41/39

Connecting
pipe 

 
Liquid

mm Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ15.9 Gas

mm Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 

Drain pipe
External 
dia. mm Φ25 Φ25 Φ25 Φ25 Φ25 Φ25 Φ25

Thickness mm 2.5 2.5 2.5 2.5 2.5 2.5 2.5

Main 
body

Dimension 
(W×D×H)

Outline mm 840×840×240 840×840×240 840×840×240 840×840×240 840×840×290 840×840×290 840×840×290

Package mm 963×963×325 963×963×325 963×963×325 963×963×325 963×963×379 963×963×379 963×963×379

Net weight/Gross weight kg 28/36 29/37 29/37 29/37 33/42 33/42 33/42

Panel
Dimension 
(W×D×H)

Outline mm 950×950×65 950×950×65 950×950×65 950×950×65 950×950×65 950×950×65 950×950×65

Package mm 1038×1038×112 1038×1038×112 1038×1038×112 1038×1038×112 1038×1038×112 1038×1038×112 1038×1038×112

Net weight/Gross weight kg 6/9.5 6/9.5 6/9.5 6/9.5 6/9.5 6/9.5 6/9.5

Loading quantity
40’GP unit 120 120 120 120 120 120 120

40’HQ unit 140 140 140 140 140 140 140

50/60 Hz

360° Air Discharge Cassette Indoor Unit

Model GMV-ND80PLS/C-T GMV-ND90PLS/C-T GMV-ND100PLS/C-T GMV-ND112PLS/C-T GMV-ND125PLS/C-T GMV-ND140PLS/C-T

Capacity
Cooling kW 8 9 10 11.2 12.5 14

Heating kW 9 10 11.2 12.5 14 16

Power supply V/Ph/Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

Power consumption W 110 130 130 130 170 170

（H/M/L） m /h 1250/1100/900 1500/1250/900 1500/1350/1000 1700/1500/1100 2000/1700/1400 2000/1700/1400

Rated current
Cooling A 0.53 0.63 0.63 0.63 0.8 0.8

Heating A 0.53 0.63 0.63 0.63 0.8 0.8

ESP Pa 50/0~80 50/0~80 50/0~80 50/0~80 50/0~80 50/0~80

Sound pressure level(H/M/L) dB(A) 37/34/31 40/36/32 40/36/32 40/36/32 42/40/37 42/40/37

Connecting 
pipe 

Liquid mm Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52

Gas mm Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ15.9

Drain pipe
External dia. mm Φ25 Φ25 Φ25 Φ25 Φ25 Φ25

Thickness mm 2.5 2.5 2.5 2.5 2.5 2.5

 Dimension 
(W×D×H)

Outline mm 1200×655×260 1340×655×260

Package mm 1448×858×315 1588×858×315

Net weight/Gross weight kg 39.0/48.0 45.5/54.5

Loading
quantity

40’GP unit 154 105

40’HQ unit 176 120

1340×655×260 1340×655×260

1588×858×315 1588×858×315

45.5/54.5 45.5/54.5

105 105

120 120

1340×655×260 1340×655×260

1588×858×315 1588×858×315

46.5/55.5 46.5/55.5

105 105

120 120

3

Fresh Air Ventilation Kit

Outline

Package mm

mm

Pcs

kg

mm

% 10

834×834×60

873×873×180

150

2

2.7/7.7

Dimension

Dimension of the connrction

Net weight/Gross weight

Fresh AIr Intake Volume

Model XF150A-T*

(W×D×H)

Model GMV-
ND22T/C-T

GMV-
ND28T/C-T

GMV-
ND36T/C-T

GMV-
ND45T/C-T

GMV-
ND50T/C-T

GMV-
ND56T/C-T

GMV-
ND63T/C-T

Capacity
Cooling kW 2.2 2.8 3.6 4.5 5 5.6 6.3

Heating kW 2.5 3.2 4 5 5.6 6.3 7.1

Power supply V/Ph/
Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

Power consumption
Cooling W 26 26 26 26 28 35 35

Heating W 22 22 22 22 25 35 35

m3/h 800/700/600 800/700/600 800/700/600 800/700/600 900/800/700 950/850/750 950/850/750

Input current
Cooling A 0.2 0.2 0.2 0.2 0.2 0.2 0.2

Heating A 0.2 0.2 0.2 0.2 0.2 0.2 0.2

Sound pressure level(H/M/L) dB(A) 33/30/28 33/30/28 33/30/28 34/30/28 35/32/29 37/33/30 37/34/31

Connecting
pipe 

 

Liquid

mm Φ9.52 Φ9.52 Φ12.7 Φ12.7 Φ12.7 Φ15.9 Φ15.9Gas

mm Φ6.35 Φ6.35 Φ6.35 Φ6.35 Φ6.35 Φ9.52 Φ9.52 

Drain pipe
External dia. mm Φ25 Φ25 Φ25 Φ25 Φ25 Φ25 Φ25

Thickness mm 2.5 2.5 2.5 2.5 2.5 2.5 2.5

Main 
body

Dimension 
(W×D×H)

Outline mm 840×840×240 840×840×240 840×840×240 840×840×240 840×840×240 840×840×240 840×840×240

Package mm 963×963×325 963×963×325 963×963×325 963×963×325 963×963×325 963×963×325 963×963×325

Net weight/Gross weight kg 27/35 27/35 27/35 27/35 28/36 28/36 28/36

Panel

Dimension 
(W×D×H)

Outline mm 950×950×65 950×950×65 950×950×65 950×950×65 950×950×65 950×950×65 950×950×65

Package mm 1038×1033×112 1038×1033×112 1038×1033×112 1038×1033×112 1038×1033×112 1038×1033×112 1038×1038×112

Net weight/Gross weight kg 6/9.5 6/9.5 6/9.5 6/9.5 6/9.5 6/9.5 6/9.5

Loading quantity
40’GP unit 120 120 120 120 120 120 120

40’HQ unit 140 140 140 140 140 140 140

 

PAGE  045/046CAC

*This model can be matched with 360°Air Discharge Cassette Indoor Units of GMV-ND**T/C-T series only.

900



360° Air Discharge Compact Cassette Indoor Unit (50/60Hz)

2-way Cassette Indoor Unit (50/60Hz)
Wall-mounted Type Indoor Unit

1-way Cassette Indoor Unit (50/60Hz)

2.8
3.2

55.0
830/660/580
490/390/340

0.4
0.4

/
35/32/29
Φ6.35
Φ9.52

25
2.5

43/54

1200×520×315
1523×658×430

1416×630×33
1578×768×120

1200×520×315
1523×658×430

1416×630×33
1578×768×120

1200×520×315
1523×658×430

1416×630×33
1578×768×120

1200×520×315
1523×658×430

1416×630×33
1578×768×120

1200×520×315
1523×658×430

1416×630×33
1578×768×120

1200×520×315
1523×658×430

1416×630×33
1578×768×120

1200×520×315
1523×658×430

1416×630×33
1578×768×120

7.0/11.0
90

105

3.6
4.0

55.0
830/660/580
490/390/340

0.4
0.4

/
35/32/29
Φ6.35
Φ12.7

25
2.5

43/54

7.0/11.0
90

105

4.5
5.0

55.0
830/660/580
490/390/340

0.4
0.4

/
35/32/29
Φ6.35
Φ12.7

25
2.5

43/54

7.0/11.0
90

105

5.0
5.6

55.0
830/660/580
490/390/340

0.4
0.4

/
35/32/29
Φ6.35
Φ12.7

25
2.5

43/54

7.0/11.0
90

105

220-240V ~ 50Hz & 208-230V ~ 60Hz

5.6
6.3

103.0
1100/900/750
650/530/440

0.7
0.7

/
39/36/33
Φ9.52
Φ15.9

25
2.5

46/56

7.0/11.0
90

105

6.3
7.1

103.0
1100/900/750
650/530/440

0.7
0.7

/
39/36/33
Φ9.52
Φ15.9

25
2.5

46/56

7.0/11.0
90

105

7.1
8.0

103.0
1100/900/750
650/530/440

0.7
0.7

/
39/36/33
Φ9.52
Φ15.9

25
2.5

46/56

7.0/11.0
90

105

kW
kW

V/Ph/Hz
W

m³/h
CFM

A
A
A

dB(A)
mm
mm
mm
mm
mm
mm
kg

mm
mm
kg

unit
unit

Capacity

Power supply
Power consumption

Airflow volume(H/M/L)

Sound pressure level(H/M/L)

Cooling
Heating

Cooling
Heating
Water heating

Liquid
Gas
External dia.
Thickness
Outline
Package

Rated current

Connecting
pipe 

Drain pipe

Net weight/Gross weight

Net weight/Gross weight

Dimension 
(W×D×H)Main body

Panel
Dimension 
(W×D×H)

Loading quantity

Outline
Package

40'GP
40'HQ

  GMV-ND28TS/A-T     GMV-ND36TS/A-T      GMV-ND45TS/A-T     GMV-ND50TS/A-T     GMV-ND56TS/A-T      GMV-ND63TS/A-T     GMV-ND71TS/A-TModel

220-240V ~ 50Hz & 208-230V ~ 60Hz

kW
kW

V/Ph/Hz
W

m³/h
CFM

A
A
A

dB(A)
mm
mm
mm
mm
mm
mm
kg

mm
mm
kg

unit
unit

Capacity

Power supply
Power consumption

Airflow volume(H/M/L)

Sound pressure level(H/M/L)

Cooling
Heating

Cooling
Heating
Water heating

Liquid
Gas
External dia.
Thickness
Outline
Package

Rated current

Connecting
pipe 

Drain pipe

Net weight/Gross weight

Net weight/Gross weight

Dimension 
(W×D×H)Main body

Panel
Dimension 
(W×D×H)

Loading quantity

Outline
Package

40'GP
40'HQ

Model
2.2
2.5

30
600/500/450
353/294/265 

0.2
0.2

/
36/32/28
Φ6.35
Φ9.52

25
2.5

20.0/27.0

987×385×178
1307×501×310

1200×460×55
1265×536×121

987×385×178
1307×501×310

1200×460×55
1265×536×121

987×385×178
1307×501×310

1200×460×55
1265×536×121

987×385×178
1307×501×310

1200×460×55
1265×536×121

987×385×178
1307×501×310

1200×460×55
1265×536×121

987×385×178
1307×501×310

1200×460×55
1265×536×121

4.2/6.0
138
138

GMV-ND22TD/A-T
2.8
3.2

30
600/500/450
353/294/265 

0.2
0.2

/
36/32/28
Φ6.35
Φ9.52

25
2.5

20.0/27.0

4.2/6.0
138
138

GMV-ND28TD/A-T
3.6
4.0

30
600/500/450
353/294/265 

0.2
0.2

/
36/32/28
Φ6.35
Φ12.7

25
2.5

20.0/27.0

4.2/6.0
138
138

GMV-ND36TD/A-T
4.5
5.0

45
830/600/500
488/353/294

0.3
0.3

/
40/35/30
Φ6.35
Φ12.7

25
2.5

21.0/28.5

4.2/6.0
138
138

GMV-ND45TD/A-T
5.0
5.6

45
830/600/500
488/353/294

0.3
0.3

/
40/35/30
Φ6.35
Φ12.7

25
2.5

21.0/28.5

4.2/6.0
138
138

GMV-ND50TD/A-T
5.6
6.3

45
890/667/564
524/393/332

0.3
0.3

/
41/38/35
Φ9.52
Φ15.9

25
2.5

21/28.5

4.2/6.0
138
138

GMV-ND56TD/A-T

Model

Capacity
Cooling kW

Heating kW

Power supply V/Ph/Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

Power consumption W

（H/M/L） m3/h

Rated current
Cooling A

Heating A

Sound pressure level(H/M/L) dB(A)

Connecting
pipe 

Liquid mm

Gas mm

Drain pipe
External dia. mm

Thickness mm

GMV-ND22G/B4B-T

2.2

2.5

20

500/440/300

0.1

0.1

35/33/30

Φ6.35

Φ9.52

Φ20

1.5

GMV-ND18G/B4B-T

1.8

2.5

/

500/440/300

0.1

0.1

35/33/30

Φ6.35

Φ9.52

Φ20

1.5

GMV-ND15G/B4B-T

1.5

1.8

/

500/440/300

0.1

0.1

35/33/30

Φ6.35

Φ9.52

Φ20

1.5

GMV-ND28G/B4B-T

2.8

3.2

20

500/440/300

0.1

0.1

35/33/30

Φ6.35

Φ9.52

Φ20

1.5

GMV-ND36G/B4B-T

3.6

4

25

630/460/320

0.12

0.12

38/35/31

Φ6.35

Φ12.7

Φ20

1.5

GMV-ND45G/B4B-T

4.5

5

35

850/580/500

0.17

0.17

43/40/37

Φ6.35

Φ12.7

Φ20

1.5

GMV-ND50G/B4B-T

5

5.6

35

850/580/500

0.17

0.17

43/40/37

Φ6.35

Φ12.7

Φ20

1.5

 Dimension 
（W×D×H）

Outline mm

Package mm

Net weight/Gross weight kg

Loading quantity
40’GP unit

40’HQ unit

845×209×289

976×281×379

10.5/12.5

576

576

970×224×300

1096×308×395

12.5/15.5

448

512
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Model GMV-ND15T/
E-T

GMV-ND18T/
E-T

GMV-ND22T/
E-T

GMV-ND28T/
E-T

GMV-ND36T/
E-T

GMV-ND45T/
E-T

GMV-ND50T/
E-T

GMV-ND56T/
E-T

Capacity
Cooling kW 1.5 1.8 2.2 2.8 3.6 4.5 5.0 5.6 
Heating kW 1.8 2.2 2.5 3.2 4.0 5.0 5.6 6.3 

Power supply V/Ph/Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz
Power consumption W 30 30 30 30 30 45 45 45

m3/h 460/420/370 460/420/370 500/460/370 570/480/420 620/550/480 730/650/560 730/650/560 730/650/560

Rated current
Cooling A 0.15 0.15 0.15 0.15 0.15 0.23 0.23 0.23
Heating A 0.15 0.15 0.15 0.15 0.15 0.23 0.23 0.23

Sound pressure level(H/M/L) dB(A) 33/30/25 33/30/25 36/31/25 36/33/28 39/37/35 43/41/39 43/41/39 43/41/39

Connecting pipe 
Liquid

mm Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ12.7 Φ12.7 Φ12.7 Φ15.9Gas
mm Φ6.35 Φ6.35 Φ6.35 Φ6.35 Φ6.35 Φ6.35 Φ6.35 Φ9.52

Drain pipe
External dia. mm Φ25 Φ25 Φ25 Φ25 Φ25 Φ25 Φ25 Φ25
Thickness mm 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5

Main body
Dimension 
(W×D×H)

Outline mm 570×570×265 570×570×265 570×570×265 570×570×265 570×570×265 570×570×265 570×570×265 570×570×265
Package mm 698×653×295 698×653×295 698×653×295 698×653×295 698×653×295 698×653×295 698×653×295 698×653×295

Net weight/Gross weight kg 17.5/22.5 17.5/22.5 17.5/22.5 17.5/22.5 17.5/22.5 17.5/22.5 17.5/22.5 17.5/22.5

Panel
Dimension 
(W×D×H)

Outline mm 620×620×47.5 620×620×47.5 620×620×47.5 620×620×47.5 620×620×47.5 620×620×47.5 620×620×47.5 620×620×47.5
Package mm 701×701×125 701×701×125 701×701×125 701×701×125 701×701×125 701×701×125 701×701×125 701×701×125

Net weight/Gross weight kg 3.0/4.5 3.0/4.5 3.0/4.5 3.0/4.5 3.0/4.5 3.0/4.5 3.0/4.5 3.0/4.5

Loading quantity
40’GP unit 378 378 378 378 378 378 378 378 
40’HQ unit 432 432 432 432 432 432 432 432 



1. Rated cooling capacity test conditions: indoor 35°C DB/28°C WB, outdoor 35°C DB; connection pipe length: 7.5m, without height drop between units. The default air outlet temperature of the unit is 18°C.                 
2. Rated heating capacity test conditions: *1:indoor 7°C DB, outdoor 7°C DB/6°C WB, *2: indoor -7°C DB, outdoor 0°C DB / -2.9°C WB;connection pipe length: 7.5m, without height drop between units.
    The default air outlet temperature of the unit is 22°C.                 
3. Input power: the left side of "/" is the rated power while the right side is the maximum power;
4. External static pressure: the left side of "/" is the static pressure of a standard unit while the right side is the static pressure option of a non-standard unit;
5. Air volume: the left side of "/" is the rated air volume while the right side is the adjustable fresh air volume.
6. Input current: the left side of “/” is the rated current while the right side is the maximum current.
7. As to noise: the left side of “/” is the noise value under rated static pressure while the right side is the noise range with the change of static pressure. 

50/60 Hz
Console Indoor Unit

2.2
2.5

2.8
3.2

3.6
4.0

4.5
5.0

5.0
5.5

15

400/320/270

0.17
0.17

/
0

38/33/27
Φ6.35
Φ9.52

28
1

700/215/600
788×283×777

16/19
348
348

15

400/320/270

0.17
0.17

/
0

38/33/27
Φ6.35
Φ9.52

28
1

700/215/600
788×283×777

16/19
348
348

20

480/400/310

0.25
0.25

/
0

40/37/32
Φ6.35
Φ12.7

28
1

700/215/600
788×283×777

16/19
348
348

40

680/600/500

0.4
0.4

/
0

46/43/39
Φ6.35
Φ12.7

28
1

700/215/600
788×283×777

16/19
348
348

40

680/600/500

0.4
0.4

/
0

46/43/39
Φ6.35
Φ12.7

28
1

700/215/600
788×283×777

16/19
348
348

220-240V ~ 50Hz & 208-230V ~ 60Hz

Model GMV-ND22C/A-T GMV-ND28C/A-T GMV-ND36C/A-T GMV-ND45C/A-T GMV-ND50C/A-T
kW
kW

V/Ph/Hz
W

m /h

A
A
A

Pa
dB(A)
mm
mm
mm
mm
mm
mm
kg
unit
unit

Capacity

Power supply
Power consumption

Airflow volume(H/M/L)

ESP
Sound pressure level(H/M/L)

Cooling
Heating

Cooling
Heating
Water heating

Liquid
Gas
External dia.
Thickness
Outline
Package

40' GP
40' HQ

Rated current

Loading
quantity

Connecting
pipe 

Drain pipe

Net weight/Gross weight

 Dimension 
（W×D×H）

3

50/60 Hz

Fresh Air Processing Indoor Unit

Note: 

*

Floor Ceiling Type Indoor Unit
50/60 Hz

2.8
3.2

3.6
4.0

5.0
5.6

6.3
7.1

40

650/580/500

0.3
0.3
/

36/34/32
Φ6.35
Φ9.52
Φ17
1.75

40

650/580/500

0.3
0.3
/

36/34/32
Φ6.35
Φ12.7
Φ17
1.75

50

950/850/700 

0.4
0.4
/

42/38/33
Φ6.35
Φ12.7
Φ17
1.75

75

1400/1150/1000 

0.6
0.6
/

44/42/39
Φ9.52
Φ15.9
Φ17
1.75

220-240V ~ 50Hz & 208-230V ~ 60Hz

1220×700×225
1343×823×315

1420×700×245
1548×828×345

40/49
145
158

40/49
145
158

40/49
145
158

50/58
90
98

Model GMV-ND28ZD/A-T GMV-ND36ZD/A-T GMV-ND50ZD/A-T GMV-ND63ZD/A-T

kW
kW

V/Ph/Hz
W

m /h

A
A
A

dB(A)
mm
mm
mm
mm
mm
mm
kg

unit
unit

Capacity

Power supply
Power consumption

Airflow volume(H/M/L)

Sound pressure level(H/M/L)

Cooling
Heating

Cooling
Heating
Water heating

Liquid
Gas
External dia.
Thickness
Outline
Package

40' GP
40' HQ

Rated hurrent

Loading
quantity

Connecting
pipe 

Drain pipe

Net weight/Gross weight

 Dimension 
（W×D×H） 

GMV-ND56ZD/A-T

5.6
6.3

50

950/850/700

0.4
0.4
/

42/38/33
Φ9.52
Φ15.9
Φ17
1.75

40/49
145
158

3

Model GMV-ND56G/B4B-T*1 GMV-ND63G/B4B-T*1 GMV-ND71G/B4B-T*1 GMV-ND80G/B4B-T*1 GMV-ND90G/B4B-T*1 GMV-ND100G/B4B-T*1

Capacity
Cooling kW 5.6 6.3 7.1 8.0 9.0 9.5

Heating kW 6.3 7.1 7.5 9.0 10.0 10.5

Power supply V/Ph/Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

Power consumption W 50 50 65 80 80 100

（H/M/L） m3/h 1100/850/650 1100/850/650 1200/850/650 1550/1050/800 1550/1050/800 1650/1100/900

Rated current
Cooling A 0.24 0.24 0.31 0.41 0.41 0.41

Heating A 0.24 0.24 0.31 0.41 0.41 0.41

Sound pressure level(H/M/L) dB(A) 43/41/37 43/41/37 44/41/37 49/46/40 49/46/40 52/48/40

Connecting
pipe 

Liquid mm Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52

Gas mm Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ15.9

Drain pipe
External dia. mm Φ20 Φ20 Φ20 Φ20 Φ20 Φ20

Thickness mm 1.5 1.5 1.5 1.5 1.5 1.5

 Dimension 
（W×D×H）

Outline 1078×246×325 1350×258×326

Package 1203×338×425 1496×357×433

Net weight/Gross weight kg 16/19 18.5/23.5

Loading quantity
40’GP 282 228

40’HQ 329 266

mm

mm

unit

unit
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Model GMV-NDX125P/A-T GMV-NDX140P/A-T GMV-NDX224P/A-T GMV-NDX250P/A-T GMV-NDX280P/A-T GMV-NX450P/
A(X4.0)-M 

Capacity
Cooling kW 12.5 14.0 22.4 25.0 28.0 45.0 

Heating
kW*1 8.5 10.0 16.0 18.0 20.0 32.0 
kW*2 10.5 12.0 20.0 20.0 22.0 35.0

Power supply V/Ph/Hz 220-240V ～ 50Hz & 208-230V ～ 60Hz 380-415V 3N~50Hz 
Power consumption W 200/350 200/350 400/760 520/860 520/860 1240

m3/h 1200/1000~2000 1200/1000~2000 2000/1500~3000 2500/2000~3500 2500/2000~3500 4000 

Rated current
Cooling A 1.5/2.0 1.5/2.0 2.5/4.3 3.1/4.9 3.1/4.9 3.4
Heating A 1.5/2.0 1.5/2.0 2.5/4.3 3.1/4.9 3.1/4.9 3.4

ESP Pa 150/50~200 150/50~200 200/50 ～ 300 200/50 ～ 300 200/50 ～ 300 200
Sound pressure level(Default/Range) dB(A) 46/40~50 46/40~50 45/45~54 47/47~54 47/47~54 58

Connecting pipe 
Liquid mm Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ12.7
Gas mm Φ15.9 Φ15.9 Ф19.05 Ф22.2 Ф22.2 Φ28.6

Drain pipe
External dia. mm Ф25 Ф25 Ф25 Ф25 Ф25 Ф33
Thickness mm 2.5 2.5 2.0 2.0 2.0 3.0 

Dimension  
(W×D×H)

Outline mm 1400×700×300 1400×700×300 1483×791×385 1483×791×385 1483×791×385 1700x1100x650
Package mm 1601×813×365 1601×813×365 1578×883×472 1578×883×472 1578×883×472 1893x1463x838

Net weight/Gross weight kg 54/61 54/61 82/104 82/104 82/104 208/266

Loading quantity
40’GP unit 84 84 52 52 52 16 
40’HQ unit 98 98 65 65 65 16 



Concealed Floor Standing Type
50/60 Hz

Note: *1 This product model is under development. Please confirm the final specifications with sales representatives.

Model GMV-ND90ZD/B-T*1 GMV-ND100ZD/B-T*1 GMV-ND112ZD/B-T*1 GMV-ND125ZD/B-T*1 GMV-ND140ZD/B-T*1 GMV-ND160ZD/B-T*1

Capacity
Cooling kW 9.0 10.0 11.2 12.5 14.0 16.0

Heating kW 10.0 11.2 12.5 14.0 16.0 17.0

Power supply V/Ph/Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

Power consumption W 140 140 160 160 160 200

（SL/H/M/L） m3/h 1500/1380/1200/1020 1600/1500/1350/1260 1800/1700/1540/1400 1800/1700/1540/1400 2100/2000/1800/1480 2300/2200/1870/1590

Rated current
Cooling A 1.1 1.1 1.4 1.4 1.4 1.9

Heating A 1.1 1.1 1.4 1.4 1.4 1.9

Sound pressure level(H/M/L) dB(A) 47/43/39 47/43/39 47/44/42 47/44/42 50/48/44 53/49/45

Connecting
pipe

Liquid mm Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52

Gas mm Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ19.05

Drain pipe
External dia. mm Φ17 Φ17 Φ17 Φ17 Φ17 Φ17

Thickness mm 1.75 1.75 1.75 1.75 1.75 1.75

 Dimension 
(W×D×H)

Outline mm 1200×665×235 1200×665×235 1570×665×235 1570×665×235 1570×665×235 1570×665×235

Package mm 1363×770×300 1363×770×300 1729×770×300 1729×770×300 1729×770×300 1729×770×300

Net weight/Gross weight kg 31.0/37.0 31.0/37.0 40.0/47.0 40.0/47.0 42.0/49.0 42.0/49.0

Loading quan-
tity

40’GP unit 98 98 53 53 53 53

40’HQ unit 113 113 64 64 64 64

Cooling
Heating

V/Ph/Hz
W

m3/h

Cooling 
Heating

Pa
dB(A)

Liquid
Gas
External dia.
Thickness
Outline
Package

kg
40'GP
40'HQ

GMV-ND22ZA/A-T

2.2
2.5

35

450/350/250

0.18
0.18

30/28/25
Φ6.35
Φ9.52
Φ25
2.5

700×615×200
893×743×305

23/30
273
312

10/0～40

GMV-ND28ZA/A-T

2.8
3.2

35

450/350/250

0.18
0.18

10/0～40
30/28/25
Φ6.35
Φ9.52
Φ25
2.5

700×615×200
893×743×305

23/30
273
312

GMV-ND36ZA/A-T

3.6
4

43

550/450/350

0.22
0.22

10/0～40
33/31/28
Φ6.35
Φ12.7
Φ25
2.5

700×615×200
893×743×305

23/30
273
312

GMV-ND45ZA/A-T

4.5
5

45

650/500/400

0.23
0.23

15/0～60
33/31/28
Φ6.35
Φ12.7
Φ25
2.5

900×615×200
1123×743×305

27/36
217
248

GMV-ND56ZA/A-T

5.6
6.3

80

900/750/600

0.41
0.41

15/0～60
35/33/30
Φ9.52
Φ15.9
Φ25
2.5

1100×615×200
1323×743×305

32/41
175
200

GMV-ND63ZA/A-T

6.3
7.1

80

900/750/600

0.41
0.41

15/0～60
35/33/30
Φ9.52
Φ15.9
Φ25
2.5

1100×615×200
1323×743×305

32/41
175
200

GMV-ND71ZA/A-T

7.1
8

90

1100/900/700

0.46
0.46

15/0～60
37/35/33
Φ9.52
Φ15.9
Φ25
2.5

1100×615×200
1323×743×305

32/41
175
200

Model

Capacity

Power supply 220-240V ~ 50Hz & 208-230V ~ 60Hz

Drain pipe

 Dimension
(W×D×H)

Net weight/Gross weight

Loading quantity

Power consumption

Airflow volume(H/M/L)

Rated current

ESP
Sound pressure level(H/M/L)

Connecting
pipe

220-240V ~ 50Hz & 208-230V ~ 60Hz

1420×700×245
1548×828×345

Model

kW
kW

V/Ph/Hz
W

m /h

A
A
A

dB(A)
mm
mm
mm
mm
mm
mm
kg

unit
unit

Capacity

Power supply
Power consumption

Airflow volume(H/M/L)

Sound pressure level(H/M/L)

Cooling
Heating

Cooling
Heating
Water heating

Liquid
Gas
External dia.
Thickness
Outline
Package

40' GP
40' HQ

Rated current

Loading
quantity

Connecting
pipe 

Drain pipe

Net weight/Gross weight

 Dimension 
（W×D×H） 

9.0
10.0

140

1600/1400/1200

1.1
1.1
/

50/47/43
Φ9.52
Φ15.9
Φ17
1.75

50/58
90
98

GMV-ND90ZD/A-T

11.2
12.5

160

2000/1800/1450

1.4
1.4
/

51/47/42
Φ9.52
Φ15.9
Φ17
1.75

60/68
84
98

GMV-ND112ZD/A-T

1700×700×245
1828×828×345

12.5
14.0

160

2000/1800/1450

1.4
1.4
/

52/49/45
Φ9.52
Φ15.9
Φ17
1.75

60/68
84
98

GMV-ND125ZD/A-T

14.0
16.0

160

2000/1800/1450

1.4
1.4
/

52/49/45
Φ9.52
Φ15.9
Φ17
1.75

60/68
84
98

GMV-ND140ZD/A-T

16.0
18.0

200

2300/2100/1900 

1.9
1.9
/

52/49/45
Φ9.52
Φ19.05
Φ17
1.75

60/68
84
98

GMV-ND160ZD/A-T

75

1400/1150/1000 

0.6
0.6
/

44/42/39
Φ9.52
Φ15.9
Φ17
1.75

50/58
90
98

GMV-ND71ZD/A-T

7.1
8.0

3

Note: *1 This product model is under development. Please confirm the final specifications with sales representatives.

Model GMV-ND28ZD/B-T*1 GMV-ND36ZD/B-T*1 GMV-ND50ZD/B-T*1 GMV-ND56ZD/B-T*1 GMV-ND63ZD/B-T*1 GMV-ND71ZD/B-T*1

Capacity
Cooling 2.8 3.6 5.0 5.6 6.3 7.1

Heating 3.2 4.0 5.6 6.3 7.1 8.0

Power supply V/Ph/Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

Power consumption W 40 40 50 75 75 75

（SL/H/M/L） m3/h 650/610/530/460 650/610/530/460 850/800/700/600 850/800/700/600 1300/1220/1090/940 1300/1220/1090/940

Rated current
Cooling 0.3 0.3 0.4 0.6 0.6 0.6

Heating 0.3 0.3 0.4 0.6 0.6 0.6

Sound pressure level(H/M/L) dB(A) 36/32/28 36/32/28 42/39/36 44/41/38 44/41/38 44/41/38

Connecting
pipe

Liquid Φ6.35 Φ6.35 Φ6.35 Φ9.52 Φ9.52 Φ9.52

Gas Φ9.52 Φ12.7 Φ12.7 Φ15.9 Φ15.9 Φ15.9

Drain pipe
External dia. mm Φ17 Φ17 Φ17 Φ17 Φ17 Φ17

Thickness 1.75 1.75 1.75 1.75 1.75 1.75

 Dimension 
（W×D×H） 

Outline                         870×665×235 870×665×235 870×665×235 870×665×235 1200×665×235 1200×665×235

Package         1033×770×300 1033×770×300 1033×770×300 1033×770×300 1363×770×300 1363×770×300

Net weight/Gross weight kg 25.0/30.0 25.0/30.0 26.0/31.0 31.0/37.0 31.0/37.0 31.0/37.0

Loading quan-
tity

40’GP 144 144 144 144 98 98

40’HQ 166 166 166 166 113 113

kW

A

A

mm

mm

mm

mm

mm

unit

unit

kw

kW
kW

A
A

mm
mm
mm
mm
mm
mm

unit
unit
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AHU KIT

50/60 Hz

Model GMV-ND100L/A-T GMV-ND140L/A-T

kW
kW

V/Ph/Hz
W

m3/h
CFM

A
A
A

Pa
dB(A)
mm
mm
mm
mm
mm
mm
kg

unit
unit

Capacity

Power supply
Power consumption

Airflow volume(H/M/L)

ESP
Sound pressure level(H/M/L)

Cooling
Heating

Cooling
Heating
Water heating

Liquid
Gas
External dia.
Thickness
Outline
Package

40' GP
40' HQ

Rated current

Loading
quantity

Connecting
pipe 

Drain pipe

Net weight/Gross weight

Dimension
(W×D×H)

10
11

200
1850/1600/1400
1089/942/824

1.5
1.5
/

50/48/46
Φ9.52
Φ15.9

31
4.5

54/74
67
67

14
15

200
1850/1600/1400
1089/942/824

1.5
1.5
/

50/48/46
Φ9.52
Φ15.9

31
4.5

57/77
67
67

220V-240V ~ 50Hz & 208V/230V ~ 60Hz

00

2083×738×545
1870×580×400

Control 
System
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Model GMV-N36U/
C-T GMV-N71U/C-T GMV-N140U/C-T GMV-N280U/C-T GMV-N560U/C-T

Defaulted capacity of ex-
factory

Capacity 36 71 140 280 560
Cooling kW 3.6 7.1 14 28 56
Heating kW 4 8 16 31.5 63

Adjustable capacity
Capacity 28 36 45 56 71 90 112 140 224 280 335 400 450 504 560 840
Cooling kW 2.8 3.6 4.5 5.6 7.1 9 11.2 14 22.4 28 33.5 40 45 50.4 56 84
Heating kW 3.2 4 5 6.3 8 10 12.5 16 25 31.5 37.5 45 50 56.5 63 94.5

Power input W 8 8 8 8 8
Power supply V/Ph/Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

Size of 
connection 
pipe

AHU-KIT (ex-factory pipe 
size) mm Φ6.35 Φ6.35 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ15.9 Φ15.9 Φ15.9
Air 
handling 
unit

Liquid pipe
mm

Φ6.35 Φ6.35 Φ6.35 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ9.52 Φ12.7 Φ12.7 Φ12.7 Φ15.9 Φ15.9 Φ19.05

Gas pipe Φ9.52 Φ12.7 Φ12.7 Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ15.9 Φ19.05 Φ22.2 Φ25.4 Φ25.4 Φ28.6 Φ28.6 Φ28.6 Φ31.8

Connection method Brazing Connection

Outline dimension 
(W×D×H)

EXV box
mm

203×326×85 203×326×85 203×326×85 203×326×85 246×500×120
Control box 334×284×111 334×284×111 334×284×111 334×284×111 334×284×111

Package dimension(W×D×H) mm 539×461×247 539×461×247 539×461×247 539×461×247 759×645×180
Net weight kg 10.0 10.5 10.5 10.5 13.0 
Gross weight kg 13.0 13.5 13.5 13.5 17.5 

Loading
40’GP unit 990 990 990 990 702
40’HP unit 1100 1100 1100 1100 756

Model
GMV-N560U/C-T 
+GMV-N140U/C- 

T

GMV-N560U/C-T 
+GMV-N280U/C- 

T
GMV-N560U/C-T 

+GMV-N560U/C-T
GMV-N560U/C-T 

+GMV-N560U/C-T 
+GMV-N140U/C-T

GMV-N560U/C-T 
+GMV-N560U/C-T 
+GMV-N280U/C-T

GMV-N560U/C-T  
+GMV-N560U/C-T 
+GMV-N560U/C-T

Defaulted capacity of ex-
factory

Capacity 840+140 840+280 840+560 840+840 840+840+140 840+840+280 840+840+560 840+840+840
Cooling kW 98 112 140 168 182 196 224 252
Heating kW 110.5 126 157.5 189 204.5 220.5 252 283.5

Power input W 8+8 8+8 8+8 8+8+8 8+8+8 8+8+8
Power supply V/Ph/Hz 220-240V ~ 50Hz & 208-230V ~ 60Hz

　

Air 
handling 
unit

Liquid pipe
mm

Φ19.05 Φ19.05 Φ19.05 Φ19.05 Φ19.05 Φ22.2 Φ22.2 Φ22.2

Gas pipe Φ38.1 Φ38.1 Φ41.3 Φ41.3 Φ41.3 Φ44.5 Φ44.5 Φ44.5

Connection method Brazing Connection

Outline dimension 
(W×D×H)

EXV box
mm

246×500×120 
+203×326×85

246×500×120 
+203×326×85 (246×500×120)×2 (246×500×120)×2 

+203×326×85
(246×500×120)×2 

+203×326×85 (246×500×120)×3

Control box (334×284×111)×2 (334×284×111)×2 (334×284×111)×2 (334×284×111)×3 (334×284×111)×3 (334×284×111)×3

Package dimension(W×D×H) mm 759×645×180+
539×461×247

759×645×180+
539×461×247 (759×645×180)×2 (759×645×180)×2+

539×461×247
(759×645×180)×2+

539×461×247 (759×645×180)×3

Net weight kg 13.0+10.5 13.0+10.5 13.0+13.0 13.0+13.0+10.5 13.0+13.0+10.5 13.0+13.0+10.5
Gross weight kg 17.5+13.5 17.5+13.5 17.5+17.5 17.5+17.5+13.5 17.5+17.5+13.5 17.5+17.5+17.5

Size of 
connection 
pipe


