Date tehnice GMV5

GMV5 50/60 Hz
Model GMV-224WM/B-X GMV-280WM/B-X GMV-335WM/B-X GMV-400WM/B-X GMV-450WM/B-X GMV-504WM/B-X GMV-560WM/B-X GMV-615WM/B-X

Capacity range HP 8 10 12 14 16 18 20 22
Capacity Cooling KW 224 28 335 40 45 50.4 56 615
Heating KW 25 315 375 45 50 56.5 63 69
EER W/W 431 4 3.98 3.76 3.56 355 35 3.32
COP WIW 455 432 417 405 3.85 4.01 3.8 365
Power supply VIPh/Hz 380~415V-3Ph-50/60Hz
Max. Circuit/Fuse Current A 15.7/20 20.9/25 24.7/32 28.8/40 33.2/40 44.7/50 50/63 52/63
Power Cooling kW 52 7 8.41 10.65 12.65 142 16 185
comsumption Heating kW 55 73 9 11.1 13 14.1 16.6 18.9
Maximum drive IDU NO. unit 13 16 19 23 26 29 32 35
Refrigerant Charge volume| kg 59 6.7 82 98 10.3 13 143 143
Sound pressure level dB(A) 60 61 63 63 63 63 63 64
Connecting | Hiquid mm ©9.52 127 ®15.9
pipe Gas mm ®19.05 ®22.2 ®25.4 ©28.6 ®28.6
Qil balance mm ©9.52 ©9.52
Dimension | Outline mm 930x765x1605 1340x765%1605 1340x765x1740
(W"D*H) Package mm 1010x840x1775 1420%x840x1775 1420x840x1910
Net weight/Gross weight kg 225/235 225/235 285/300 360/375 360/375 360/375 385/400 385/400
Lzt 40' GP set 24 24 16 16 16 16 16 16
40' HQ set 24 24 16 16 16 16 16 16




